Catalog number:   GA-SRTxxx

  xxx: Available torque ratings are 36 and 135 in-lb.

Product Name:      Gruner Tri-State/3-Point Floating or On/Off, Spring Return Damper 

         Actuator
Brief Description: Electronic, motor-driven, reversible, noiseless, direct coupled  

        actuator
Long Description: The Gruner GA-SRTxxx actuators can be easily installed by direct shaft mounting on air dampers and shutters for standard or fast rotation in ventilation and air conditioning systems. They can be controlled by any compatible electric or electronic analog controller, DDC/PLC control or automation system. All spring return actuators have a built-in mechanical spring return mechanism for fail-safe operation and control. These actuators come standard with a ridged V-clamp for better shaft gripping, manual override (135 in-lb. version), overload protection, and a 3-foot appliance cable with conduit connections. All Gruner actuators have a five-year warranty.

Typical Specification for Gruner GA-SRTxxx

Tri-State/3-Point Floating or On/Off, Spring Return, 

Direct Coupled, Electric Damper Actuator
1. Electric actuators shall have ISO 9001 quality certification, UL & CSA listing, and

      CE certification.

2. Electric actuators used on dampers or valves shall be designed for direct coupling and 

      mounting to a shaft, stem, or ISO style-mounting pad. Actuators shall have toothed 

      V-clamp connectors for better shaft gripping. Single point, bolt, or single screw 

      actuator fastening or direct-coupled actuators requiring field assembly of the 

      universal clamp is not acceptable.

3. Actuators shall have visual position indicators and shall operate in sequence with 

      other devices if required.

4. Actuators shall have 3-foot, pre-wired, color coded appliance cables with conduit 

      connections and an option available for 3-foot, pre-wired, color coded, plenum rated

      cables.
5. The 36 in-lb. actuator shall have available the option for (1) SPDT auxiliary switch. 

      The 135 in-lb. actuator shall have available the option for (2) SPDT auxiliary 

      switches.  

6. Actuators shall have an operating temperature range of –22°F to 122°F and a storage     

      temperature range of –40°F to 176°F.

7. Actuators shall operate using a Tri-State (3-point floating) or On/Off selectable input 

      control signal.

8. Actuators shall be capable of operating at 24 VAC or 24 VDC as required by the 

      application. Power consumption shall not exceed 8.5 VA for AC or 6.5 W for DC 

      applications. 

9. Actuators shall be provided with a NEMA 2 rated housing. Actuators requiring 

      removal of the actuator cover for access to wiring terminals are not acceptable.
10. Actuators shall have electronic overload protection to prevent actuator damage 

      throughout the entire rotation. End switches to deactivate the actuator at the end of 

      rotation or magnetic clutches are not acceptable.

11. Actuators shall have built-in mechanical spring return for fail-safe operation and 

      control. Actuators using on-board chemical storage systems, capacitors, or other non-


mechanical forms of fail-safe operation are not acceptable.

12. Upon loss of power, the actuator shall spring return to the -5º position.

13. Actuators shall be capable of being mechanically stacked and/or electrically 

      paralleled for applications where dampers and valves require greater torque or 

      when multiple actuators are being controlled by one control signal.

14. Actuators shall have a maximum noise rating of 50 dB(A) for the motor and 62 

      dB(A) for the spring return.        

15. Manufacturer shall provide a five-year warranty on all actuators.

16. Electronic damper actuators shall be supplied by INTEC Controls, Inc., 9730

      Distribution Avenue, San Diego, CA  92121, Phone: 858-578-7887, Fax: 858-578-

      4633, email: info@inteccontrols.com, website: www.inteccontrols.com.

Available models:
· GA-SRT45-024:       spring return, tri-state, 36 in-lb., 24 VAC/DC.

· GA-SRT135-024:     spring return, tri-state, 135 in-lb., 24 VAC/DC.

· GA-SRT135-024S2: spring return, tri-state, 135 in-lb., (2) auxiliary switches, 



         24 VAC/DC.

